
Products-at-a-Glance

Honeywell Scanning & Mobility

Featured Product Guide



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PD43 / PD43c M-Class MK II PM23c PM43c PM43 I-Class MK II

Product Class
Direct Thermal or Thermal 
Transfer (PD43 Only) Light 
Industrial Printer 

4 in Direct Thermal 
(Thermal Transfer Optional) 
Mid-Range Industrial Printer

2 in Direct Thermal 
or Thermal Transfer 
Mid-Range Industrial Printer

4 in Direct Thermal or 
Thermal Transfer Mid-Range 
Industrial Printer

4 in Direct Thermal or 
Thermal Transfer Mid-Range 
Industrial Printer

4 in Direct Thermal  
(Thermal Transfer Optional) 
Industrial Printer

Display & Input

2.3 in Color Display with 
8 Buttons and Print/Feed 
Button, or Intuitive Icons with 
Print/Feed Button

128 x 64 LCD Graphics
3.5 in Color Touchscreen 
Display or Intuitive Icons

3.5 in Color Touchscreen 
Display or Intuitive Icons

3.5 in Color Touchscreen 
Display or Intuitive Icons

128 x 64 LCD Grapics

Max. Print Speed 203 mm/s (8 ips)
152 mmps (6 ips)  
254 mmps (10 ips)

300 mm/s (12 ips) 300 mm/s (12 ips) 300 mm/s (12 ips) 304 mmps (12 ips)

Resolution
8.0 dpmm (203 dpi),  
11.8 dpmm (300 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi)  
11.8 dots/mm (300 dpi)  
24 dots/mm(600 dpi)

Max. Print Width 104 mm (4.1 in) 108 mm  (4.25 in) 63 mm (2.5 in) 115 mm (4.52 in) 115 mm (4.52 in) 104.1 mm (4.10 in)

Dimensions (WxHxD)

PD43: 211 x 249 x 470 mm 
(8.3 x 9.8 x 18.5 in) 
PD43c: 211 x 205 x 236 mm 
(8.3 x 8.1 x 93. in)

259 x 257 x 462 mm  
(10.21 x 10.10 x 18.19 in)

206 x 181 x 432 mm 
(8.1 x 7.1 x 17.0 in)

253 x 181 x 431 mm 
(9.9 x 7.1 x 17.0 in)

284 x 295 x 483 mm 
(11.2 x 11.6 x 19.0 in)

322.6 x 320.5 x 472.4 mm 
(12.7 x 12.62 x 18.6)

Device Management 
Supported

Integrated Web Interface, 
SmartSystems™, Wavelink® 
Avalanche™

Integrated Web Interface
Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface,  
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface

Smart Printing Languages C# for Printers, Fingerprint MCL C# for Printers, Fingerprint C# for Printers, Fingerprint C# for Printers, Fingerprint n/a

ERP Compatibility
Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

XML for SAP and Oracle
Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

XML for SAP and Oracle

Products At-A-Glance: DC / Warehouse

Industrial Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

MP Compact4 Mobile Mark II PX4i PX6i H-Class p1125

Product Class
Direct Thermal Conveyor  
and Forklift Printer

4 in Direct Thermal or Thermal Transfer 
High Performance Industrial Printer

6 in Direct Thermal or Thermal Transfer 
High Performance Industrial Printer

4 in / 6 in / 8 in Thermal Transfer  
High Performance Industrial Printer

4 in / 6 in Direct Thermal   
(Thermal Transfer Optional)  
Industrial Printer

Display & Input Single Multi Function Control Button Two-Line Text Display Two-Line Text Display 240 x 320 LCD Graphics
320 x 240 Color Graphic 
Touchscreen 

Max. Print Speed 125 mmps (5ips) 300 mm/s (12 ips) 225 mm/s (9 ips) 304 mmps (12 ips) 256 mmps (10 ips)

Resolution
8 dots / mm or 12 dots /mm 
203 dpi or 300 dpi

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
24 dots/mm(600 dpi)

11.8 dots/mm (300 dpi)

Max. Print Width 104 mm (4.1 in) 110 mm (4.3 in) 167 mm (6.5 in) 103.9 mm (4.09 in)
108.5 mm (4.27 in) - p1125 
173.5mm (6.83 in) p1725

Dimensions (WxHxD)
230 x 105 x 260 mm 
(9.1 x 4.1 x 10.2 in)

275 x 238 x 482 mm 
(10.8 x 9.4 x 19.0 in)

335 x 238 x 482 mm 
(13.2 x 9.4 x 19.0 in)

330 x 321 x 480 mm 
(13  x 12.6 x 18.9 in)

274 x 475 x 302 mm (10.8x 
18.7x11.9 in) - p1125 
339 x 475 x 302 mm (13.4 x 18.7 x 
11.9) - p1725

Device Management 
Supported

Integrated Web Interface
Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface
Integrated WEB Interface, HP Open 
View, IBM Tivoli, Standard Managed 
Print Service Packages

Smart Printing Languages  Fingerprint Fingerprint MCL PCL Macro support 

ERP Compatibility XML for SAP and Oracle
XML-Enabled for SAP® All, 
Oracle® WMS

XML-Enabled for SAP® All, 
Oracle® WMS

XML for SAP and Oracle
Certified SAP Device Type,  
Oracle and Others 

Products At-A-Glance: DC / Warehouse

Industrial Printers (Continued)



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

Products At-A-Glance: DC / Warehouse

PC43d PC43t E-4205A w1110

Product Class 4 in Direct Thermal Desktop Printer 4 in Thermal Transfer Desktop Printer
4 in Direct Thermal 
(Thermal Transfer Optional) Desktop Printer

4 in Direct Thermal Desktop Printer

Display & Input
2.3 in Color Display with 8 Buttons and 
Print/Feed Button, or Intuitive Icons with 
Print/Feed Button

2.3in Color Display with 8 Buttons and Print/
Feed Button, or Intuitive Icons with Print/
Feed Button

Monochrome Graphic Display (pro) 2 Button with LEDs 

Max. Print Speed 203 mm/s (8 ips) 203 mm/s (8 ips) 127 mm/s (5 ips) 102 mmps (4 ips)

Resolution 8 dots/mm (203 dpi), 11.8 dots/mm (300 dpi)
8 dots/mm (203 dpi),  
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi) 11.8 dots / mm (300 dpi)

Max. Print Width 106 mm (4.17 in) 106 mm (4.17 in) 108 mm (4.25 in) 19 - 110 mm (0.75 - 4.33 in)

Dimensions (WxHxD) 180 x 167 x 215 mm (7.1 x 6.6 x 8.4 in) 210 x 227 x 281 mm (8.3 x 8.9 x 11.1 in) 203.5 x 187 x 282 mm (8.01 x 7.36 x 11.10 in) 172 x 211 x 153 mm (6.75 x 8.32 x 6.02 in)

Device Management 
Supported

Integrated Web Interface, SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface, SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface
Integrated WEB Interface, HP Open View, IBM 
Tivoli, Standard Laser Tools

Smart Printing Languages C# for Printers, Fingerprint C# for Printers, Fingerprint PCL Macro Support 

ERP Compatibility
Certified Device Type and XML-Enabled for 
SAP® All, Oracle® WMS

Certified Device Type and XML-Enabled for 
SAP® All, Oracle® WMS

XML for SAP and Oracle Certified SAP Device Type

Desktop Printers

Honeywell Operational Acuity™ 
Vehicle Performance Solution - Coming Soon!

Software Hardware

VPS-Cloud
VPS-VMC Application

VPS - Vehicle Sensor Unit
VPS - Badge Reader
VPS - Cameras

*Explore the spectrum of devices that Honeywell Vocollect Voice supports at 
 www.vocollect.com/vocollect-supported-platforms.



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

Products At-A-Glance: DC / Warehouse

PB22 PB32 PB50 RL4e

Product Class 2 in Rugged Mobile Label Printer 3 in Rugged Mobile Label Printer 4 in Rugged Mobile Label Printer 4 in Rugged Mobile Label Printer

Display & Input 2-Line LCD 2-Line LCD 2-Line LCD LCD Display with 4 Buttons

Max. Print Speed 10 mm/s (4 ips) 101 mm/s (4 ips) 101 mm/s (4 ips) 102 mm/s (4 ips)

Resolution 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/ mm (203 dpi)

Max. Print Width 48 mm (1.89 in) 72 mm (2.83 in) 48 mm (1.89 in) 105 mm (4.12in)

Dimensions (WxHxD)
101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

166 x 200 x 81 mm 
(6.5 x 7.9 x 3.2 in)

Device Management 
Supported

PrintSet, SmartSystems PrintSet, SmartSystems PrintSet, SmartSystems
NETira™ Remote Management, NETira™ MD, 
NETira™ Connect, Airwatch, 
Wavelink® Avalanche MC

Smart Printing Languages Fingerprint Fingerprint Fingerprint
NETira™ CT Configuration Tool, NETira™ 
Label Designer, NETira MS – Menu Scripting

ERP Compatibility XML-Enabled for SAP® All, Oracle® WMS XML-Enabled for SAP® All, Oracle® WMS XML-Enabled for SAP® All, Oracle® WMS SAP, Oracle (via scripting)

Mobile Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PD43 / PD43c M-Class MK II PM23c PM43c PM43 I-Class MK II p1120n

Product Class
Direct Thermal or Thermal 
Transfer (PD43 Only) Light 
Industrial Printer 

 4 in Direct Thermal 
(Thermal Transfer Optional) 
Mid-Range Industrial Printer

2 in Direct Thermal or 
Thermal Transfer Mid-Range 
Industrial Printer

4 in Direct Thermal 
or Thermal Transfer 
Mid-Range Industrial Printer

4 in Direct Thermal 
or Thermal Transfer 
Mid-Range Industrial Printer

4 in Direct Thermal  
(Thermal Transfer Optional) 
Industrial Printer

4 in Direct Thermal  
(Thermal Transfer Optional)  
Industrial Printer

Display & Input

2.3 in Color Display with 
8 Buttons and Print/Feed 
Button, or Intuitive Icons 
with Print/Feed Button

128 x 64 LCD Graphics
3.5 in Color Touchscreen 
Display or Intuitive Icons

3.5 in Color Touchscreen 
Display or Intuitive Icons

3.5 in Color Touchscreen 
Display or Intuitive Icons

128 x 64 LCD Grapics
320 x 240 Color Graphic 
Touchscreen 

Max. Print Speed 203 mm/s (8 ips)
152 mmps (6 ips)  
254 mmps (10 ips)

300 mm/s (12 ips) 300 mm/s (12 ips) 300 mm/s (12 ips) 304 mmps (12 ips)

152 mmps  
(6 ips) - p1115s 
203 mmps  
(8 ips) - p1120n

Resolution
8.0 dpmm (203 dpi),  
11.8 dpmm (300 dpi)

8 dots/mm (203 dpi)  
11.8 ots/mm (300 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi) 
16 dots/mm (406 dpi)

8 dots/mm (203 dpi)  
11.8 dots/mm (300 dpi)  
24 dots/mm(600 dpi)

23.6 dots / mm  
(600 dpi) - p115s 
11.8 dots/mm  
(300 dpi) - p1120n

Max. Print Width 104 mm (4.1 in) 108 mm (4.25 in) 63 mm (2.5 in) 115 mm (4.52 in) 115 mm (4.52 in) 104.1 mm (4.10 in)
105.7mm (4.16in) - p1115s 
108.5 mm (4.27 in) - p1120n

Dimensions 
(WxHxD)

PD43: 211 x 249 x 470 mm 
(8.3 x 9.8 x 18.5 in)  
PD43c: 211 x 205 x 236 mm 
(8.3 x 8.1 x 93. in)

259 x 257 x 462 mm  
(10.21 x 10.10 x 18.19 in)

206 x 181 x 432 mm 
(8.1 x 7.1 x 17.0 in)

253 x 181 x 431 mm 
(9.9 x 7.1 x 17.0 in)

284 x 295 x 483 mm 
(11.2 x 11.6 x 19.0 in)

322.6 x 320.5 x 472.4 mm 
(12.7 x 12.62 x 18.6)

274 x 475 x 302 mm  
(10.8x 18.7x11.9 in) 

Device 
Management 
Supported

Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface
Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™, 
Wavelink® Avalanche™

Integrated Web Interface

Integrated WEB Interface, 
HP Open View, IBM Tivoli, 
Standard Managed Print 
Service Packages

Smart Printing 
Languages

C# for Printers,  
Fingerprint

MCL C# for Printers, Fingerprint C# for Printers, Fingerprint C# for Printers, Fingerprint n/a PCL Macro support 

ERP Compatibility
Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

XML for SAP and Oracle
Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All, 
Oracle® WMS

XML for SAP and Oracle
Certified SAP Device Type, 
Oracle and Others 

Products At-A-Glance: Retail

Industrial Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PR2 PR3 LP3 PB22 PB32 RL3e

Product Class
2 in Durable Mobile Receipt 
Printer

3 in Durable Mobile Receipt 
Printer

3 in High-Volume Portable 
Label Printer

2 in Rugged Mobile Label 
Printer

3 in Rugged Mobile Label 
Printer

3 in Rugged Mobile Label 
Printer

Display & Input 3 Multi-Function Status LEDs 3 Multi-Function Status LEDs
LED Indicators and  
3 Button Keypad

2-Line LCD 2-Line LCD

LCD backlit display (128 x 64): 
printer information, setting, 
status w/ 4 button keypad: 
power, media feed, menu, 
wireless radio

Max. Print Speed 56 mm/s (2 ps) 56 mm/s (2 ips) 51 mm/s (2 ips) 101 mm/s (4 ips) 101 mm/s (4 ips) 102 mm/s (4 ips)

Resolution 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/ mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/ mm (203 dpi)

Max. Print Width 48 mm (1.89 in) 72 mm (2.83 in) 88.9 mm (3.5 in) 48 mm (1.89 in) 72 mm (2.83 in) 79 mm (3.125 in)

Dimensions (WxHxD)
103 x 61 x 139 mm 
(4.1 x 2.4 x 5.5 in)

127 x 58 x 156 mm 
(5.0 x 2.3 x 6.1 in)

199.6 x 157.5 x 131.3 mm  
(7.86 x 6.2 x 5.17 in)

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

142 x 193 x 81 mm 
(4.6 x 7.6 x 3.2 in)

Device Management
Supported

PrintSet, SmartSystems PrintSet, SmartSystems
Datamax O’Neil RMS, 
Wavelink®, Avalanche MC

PrintSet, SmartSystems PrintSet, SmartSystems

NETira™ Remote 
Management, NETira™ MD, 
NETira™ Connect, Airwatch, 
Wavelink® Avalanche MC

Smart Printing
Languages

— —
mFlash Configuration Tool, 
Datamax O’Neil Package 
Builder Group File Utility

Fingerprint Fingerprint
NETira™ CT Configuration 
Tool, NETira™ Label Designer, 
NETira MS – Menu Scripting

ERP Compatibility — — N/A
XML-Enabled for SAP® All, 
Oracle® WMS

XML-Enabled for SAP® All, 
Oracle® WMS

SAP, Oracle (via scripting)

Products At-A-Glance: Retail

Mobile Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

Products At-A-Glance: Field Service

PR2 PR3 PB21 PB31 PB51 MF2te PW50 6822 CN70 PrintPAD

Product Class
2 in Durable Mobile 
Receipt Printer

3 in Durable Mobile 
Receipt Printer

2 in Rugged Mobile 
Receipt Printer

3 in Rugged Mobile 
Receipt Printer

4 in Rugged Mobile 
Receipt Printer

2 in Rugged Mobile 
Receipt Printer 

4 in Commercial 
Mobile Workboard 
Printer

Full-Page 
Commercial Mobile 
Workboard Printer

4 in Integrated Printing 
System

Display & Input
3 Multi-Function 
Status LEDs

3 Multi-Function 
Status LEDs

2-Line LCD 2-Line LCD 2-Line LCD
LED Indicators and  
2 Buttons

3 Icons 3 Icons, 1 LED
LED Indicators and  
2 Buttons

Max. Print Speed
56 mm/s  
(2 ips)

56 mm/s  
(2 ips)

101 mm/s  
(4 ips)

101 mm/s  
(4 ips)

101 mm/s  
(4 ips)

51 mm/s  
(2 ips)

100 mm/s  
(4 ips)

2 ppm
51 mm/s  
(2 ips)

Resolution
8 dots/mm  
(203 dpi)

8 dots/mm  
(203 dpi)

8 dots/mm  
(203 dpi)

8 dots/mm  
(203 dpi)

8 dots/mm  
(203 dpi)

8 dots/ mm  
(203 dpi)

8 dots/mm  
(203 dpi)

Full Page
8 dots/ mm  
(203 dpi)

Max. Print Width
48 mm  
(1.89 in)

72 mm  
(2.83 in)

48 mm  
(1.89 in)

72 mm  
(2.83 in)

108 mm  
(4.25 in)

57 mm  
(2.25 in)

108 mm  
(4.25 in)

21.5 cm  
(8.5 in)

112.01  
(4.41 in)

Dimensions  
(WxHxD)

103 x 61 x 139 mm 
(4.1 x 2.4 x 5.5 in)

127 x 58 x 156 mm 
(5.0 x 2.3 x 6.1 in)

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

160 x 174 x 79 mm 
(6.3 x 6.9 x 3.1 in)

139.7 x 109.22 x 63.5 mm 
(5.5 x 4.3 x 2.5 in)

310 x 180 x 80 mm 
(12.2 x 7.0 x 3.2 in)

419 x 130 x 381 mm 
(16.5 x 5.13 x 15.0 in)

190.5 x 299.7 x 60.9 mm 
(7.5 x 11.8 x 2.4 in)

Device 
Management 
Supported

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

Datamax O’Neil RMS, 
Wavelink® Avalanche MC

PrintSet, 
SmartSystems

6822 Configuration 
Utility

Datamax O’Neil RMS, 
Wavelink® Avalanche MC

Smart Printing 
Languages

— — Fingerprint Fingerprint Fingerprint
mFlash Configuration Tool, 
Datamax O’Neil Package 
Builder Group File Utility

Fingerprint —

mFlash Configuration 
Tool, Datamax O’Neil 
Package Builder Group 
File Utility

ERP Compatibility — — — — — N/A — — N/A

Mobile Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PR2 PR3 PB21 PB31 PB51 CN70 PrintPAD

Product Class
2 in Durable Mobile 
Receipt Printer

3 in Durable Mobile 
Receipt Printer

2 in Rugged Mobile 
Receipt Printer

3 in Rugged Mobile 
Receipt Printer

4 in Rugged Mobile 
Receipt Printer

4 in Integrated Printing 
System

Display & Input
3 Multi-Function 
Status LEDs

3 Multi-Function 
Status LEDs

2-Line LCD 2-Line LCD 2-Line LCD
LED Indicators and  
2 Buttons

Max. Print Speed 56 mm/s (2 ips) 56 mm/s (2 ips) 101 mm/s (4 ips) 101 mm/s (4 ips) 101 mm/s (4 ips) 51 mm/s (2 ips)

Resolution 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/ mm (203 dpi)

Max. Print Width 48 mm (1.89 in) 72 mm (2.83 in) 48 mm (1.89 in) 72 mm (2.83 in) 108 mm (4.25 in) 112.01 (4.41 in)

Dimensions 
(WxHxD)

103 x 61 x 139 mm 
(4.1 x 2.4 x 5.5 in)

127 x 58 x 156 mm 
(5.0 x 2.3 x 6.1 in)

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

160 x 174 x 79 mm 
(6.3 x 6.9 x 3.1 in)

190.5 x 299.7 x 60.9 mm 
(7.5 x 11.8 x 2.4 in)

Device 
Management 
Supported

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

Datamax O’Neil RMS, 
Wavelink® Avalanche MC

Smart Printing 
Languages

— — Fingerprint Fingerprint Fingerprint

mFlash Configuration 
Tool, Datamax O’Neil 
Package Builder Group 
File Utility

ERP Compatibility — — — — — N/A

Products At-A-Glance: Direct Store Delivery

Mobile Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PR2 PR3 Apex Series PB21 PB31 PB51 MF2te

Product Class
2 in Durable Mobile 
Receipt Printer

3 in Durable Mobile 
Receipt Printer

2,3 and 4 in Lightweight Mobile  
Receipt Printers

2 in Rugged Mobile 
Receipt Printer

3 in Rugged Mobile 
Receipt Printer

4 in Rugged Mobile 
Receipt Printer

2 in Rugged Mobile  
Receipt Printer 

Display & Input
3 Multi-Function 
Status LEDs

3 Multi-Function 
Status LEDs

LED Indicators and  
2 Buttons

2-Line LCD 2-Line LCD 2-Line LCD
LED Indicators and  
2 Buttons

Max. Print Speed 56 mm/s (2 ips) 56 mm/s (2 ips)
51 mm/s (2 ips) - Apex 2 and 3 
76 mm/s (3ips) - Apex4

101 mm/s (4 ips) 101 mm/s (4 ips) 101 mm/s (4 ips)
51 mm/s  
(2 ips)

Resolution 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi) 8 dots/mm (203 dpi)
8 dots/ mm  
(203 dpi)

Max. Print Width 48 mm (1.89 in) 72 mm (2.83 in)
48mm (1.89) Apex2 
72mm (2.83) Apex 3 
104 mm (4.10) Apex 4

48 mm (1.89 in) 72 mm (2.83 in) 108 mm (4.25 in)
57 mm  
(2.25 in)

Dimensions (WxHxD)
103 x 61 x 139 mm 
(4.1 x 2.4 x 5.5 in)

127 x 58 x 156 mm 
(5.0 x 2.3 x 6.1 in)

135 x 103 x 60 mm / 5.4 x 4.1 x 2.4 (Apex 2) 
156 x 127 x 58 mm / 6.1 x 5 x 2.3 in (Apex 3) 
191 x 166 x 63 mm / 7.5 x 6.5 x 2.5 (Apex 4)

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

160 x 174 x 79 mm 
(6.3 x 6.9 x 3.1 in)

139.7 x 109.22 x 63.5 mm 
(5.5 x 4.3 x 2.5 in)

Device Management 
Supported

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

N/A
PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

PrintSet, 
SmartSystems

Datamax O’Neil RMS, 
Wavelink® Avalanche MC

Smart Printing Languages — —
Cassinni Configuration Tool,  
Form Fiesta Label Designer,  
Datamax O’Neil Toolkit for iOS devices

Fingerprint Fingerprint Fingerprint
mFlash Configuration Tool, 
Datamax O’Neil Package 
Builder Group File Utility

ERP Compatibility — — N/A — — — N/A

Products At-A-Glance: T&L / Postal / Courier

Mobile Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

PC23d PC43d PC43t E-4205A w1110

Product Class 2 in Direct Thermal Desktop Printer 4 in Direct Thermal Desktop Printer
4 in Thermal Transfer  
Desktop Printer

4 in Direct Thermal 
(Thermal Transfer Optional)  
Desktop Printer

Direct Thermal Desktop Printer

Display & Input
2.3 in Color Display with 8 Buttons 
and Print/Feed Button, or Intuitive 
Icons with Print/Feed Button

2.3 in Color Display with 8 Buttons 
and Print/Feed Button, or Intuitive 
Icons with Print/Feed Button

2.3 in Color Display with 8 Buttons 
and Print/Feed Button, or Intuitive 
Icons with Print/Feed Button

Monochrome Graphic Display (pro) 2 Button with LEDs 

Max. Print Speed 203 mm/s (8 ips) 203 mm/s (8 ips) 203 mm/s (8 ips) 127 mm/s (5 ips) 102 mmps (4 ips)

Resolution
8 dots/mm (203 dpi),  
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi),  
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi),  
11.8 dots/mm (300 dpi)

8 dots/mm (203 dpi) 11.8 dots / mm (300 dpi)

Max. Print Width 56 mm (2.2 in) 106 mm (4.17 in) 106 mm (4.17 in) 108 mm (4.25 in) 19 - 110 mm (0.75 - 4.33 in)

Dimensions (WxHxD)
125 x 177 x 215 mm 
(4.9 x 6.9 x 8.5 in)

180 x 167 x 215 mm 
(7.1 x 6.6 x 8.4 in)

210 x 227 x 281 mm 
(8.3 x 8.9 x 11.1 in)

203.5 x 187 x 282 mm  
(8.01 x 7.36 x 11.10 in)

172 x 211 x 153 mm  
(6.75 x 8.32 x 6.02 in)

Device Management Supported
Integrated Web Interface, 
SmartSystems™,  
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™,  
Wavelink® Avalanche™

Integrated Web Interface, 
SmartSystems™,  
Wavelink® Avalanche™

Integrated Web Interface
Integrated WEB Interface,  
HP Open View, IBM Tivoli,  
Standard Laser Tools

Smart Printing Languages C# for Printers, Fingerprint C# for Printers, Fingerprint C# for Printers, Fingerprint PCL Macro Support 

ERP Compatibility
Certified Device Type and 
XML-Enabled for SAP® All,  
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All,  
Oracle® WMS

Certified Device Type and 
XML-Enabled for SAP® All,  
Oracle® WMS

XML for SAP and Oracle Certified SAP Device Type

Products At-A-Glance: Healthcare

Desktop Printers



This product overview focuses on our main, featured products. For complete product line overview, please consult our website.

M-Class MK II P1115s PB22 PB32

Product Class
 4 in Direct Thermal 
(Thermal Transfer Optional) 
Mid-Range Industrial Printer

4 in Direct Thermal  
(Thermal Transfer Optional)  
Industrial Printer

2 in Rugged Mobile  
Label Printer

3 in Rugged Mobile  
Label Printer

Display & Input 128 x 64 LCD Graphics
320 x 240 Color  
Graphic Touchscreen 

2-Line LCD 2-Line LCD

Max. Print Speed
152 mmps (6 ips) 
254 mmps (10 ips)

152 mmps (6 ips) - p1115s 
203 mmps (8 ips) - p1120n

101 mm/s (4 ips) 101 mm/s (4 ips)

Resolution
8 dots/mm (203 dpi) 
11.8 dots/mm (300 dpi)

23.6 dots / mm (600 dpi) - p115s 
11.8 dots/mm (300 dpi) - p1120n

8 dots/mm (203 dpi) 8 dots/mm (203 dpi)

Max. Print Width 108 mm (4.25 in)
105.7mm (4.16in) - p1115s 
108.5 mm (4.27 in) - p1120n

48 mm (1.89 in) 72 mm (2.83 in)

Dimensions (WxHxD)
259 x 257 x 462 mm  
(10.21 x 10.10 x 18.19 in)

274 x 475 x 302 mm  
(10.8x 18.7x11.9 in) 

101 x 176 x 71 mm 
(4.0 x 6.9 x 2.8 in)

127 x 182 x 81 mm 
(5.0 x 7.2 x 3.2 in)

Device Management 
Supported

Integrated Web Interface
Integrated WEB Interface, HP 
Open View, IBM Tivoli, Standard 
Managed Print Service Packages

PrintSet, SmartSystems PrintSet, SmartSystems

Smart Printing Languages MCL PCL Macro support Fingerprint Fingerprint

ERP Compatibility XML for SAP and Oracle
Certified SAP Device Type, Oracle 
and Others 

XML-Enabled for SAP® All, 
Oracle® WMS

XML-Enabled for SAP® All, 
Oracle® WMS

Products At-A-Glance: Healthcare

Mobile PrintersIndustrial Printers
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